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ADDITION TO ADJUSTMENT BULLETINS 

Bulletin 127, Issue 3 - Type Bar Tape Printer (Model 14), Pages 7, 13 
Bulletin 138, Issue 5 - Type Bar Page Printer (Model 15), Pages 21, 26 
Bulletin 147, Issue 2 - Single Magnet Reperforator, Page 6 
Bulletin 155, Issue 1 - Start-Stop Regenerative Hepeater, Page 8 
Bulletin 159, Issue 2 - Type Wheel Page Printer (Model 26), Page 6 
Bulletin 160, Issue 1 ~ Type Bar Page Printer (Lodol 20), Page 16 
Bulletin 165, Issue 3 - Typing Heperforator (Model 14), Pages 2-5, 2-8 
Bulletin 171, Issue 2 - Typing Reperferater, Page 7 
Bulletin 178, Issue 1 ~ Keperferator Transmitter Distributer, Page 9 
Bulletin 182, Issue 1 ~ Multiplex Start-Stop Extensor Set, Page 17 
Bulletin 193, Issue 1 - Reperferator Transmitter Distributor (Medel 14), Page 8 
Bulletin 197, Issue 1 ~ Multiple Reperferater Set, Page 16 

Bulletin 198, Issue 1 - Type-¥heel Page Printer (Motel 27), Page 18 
Bulletin 199, Issue 1 ~ Simplex-Diplex Cenverter, Page 2-4 

Bulletin 201, Issue 1 ~ Sequential Contrel (SECO) System, Page 5-5 
Bulletin 203, Issue 1 - Reperforator Transmitter (Model 14), Page 2-5 
Bulletin 204, Issue 1 ~ Sequential Selector (SOTUS), Page 3-6 


The following adjustment applies to units equipped with the Adjustable 
Range Séale Assenbly which permitw regulation of the engagement between the stop 
arm en the selector cam sleeve and the stop lever on the range finder. The 
adjustment should be made imediately after the STOP LEVEK SPRING TENSION ADJUST= 
XENT; bulletins and affeeted pages are listed above. 


SELBCTOK STOPARL AND STOP LSVEA ENGAGEKENT ADJUSTLENT 


with the selector magnet armature in the spacing positien, rotate the 
selector cam sleeve until the stop arm moves the stop lever to its maximum travel 
beyond the step of the trip latch. Loosen the range scale assembly mounting 
screws and the positioning link mounting screw just enough to make them friction 
tight. Position the range scale assembly so that the evertravel of the step 
lever beyond the trip latch is at loast half but not more than the width of the 
stop lever, This aheuld be checked with the range indicator set at 0, 60, and 
120 on the range scale. Tighten the mounting screws and the positioning link 
screw. 
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